
Dimensions

Deposit Facility

Drawer Traps
The Drawer Trap from Chubb Safes consists of a lockable drawer
built into the safe into which a deposit package is placed. On closing
the drawer, the bottom drops, releasing the package into the safe.
The drop is controlled so that there is no access to the inside of the
safe once the bottom of the drawer has dropped. Anti-fishing devices
are built into the drawer, preventing the retrieval of the deposit.
Finished in RAL 9002.

Rotary Trap 
Deposits slide into the mouth of the trap which is then rotated using
the handle to deposit packages in the safe. The weight of the trap
automatically returns it to the starting position. This trap includes an
‘anti-fish’ plate to prevent unauthorised retrieval of deposits. 
A keylock is also available to prevent unauthorised deposits being
made. Finished in RAL 9002.

Drawer Traps Rotary Trap
Senator Sovereign Sovereign

Size 1 Size 2-5
Grade 0-3 Grade 0-3

External height of trap mm 254 254 254 162
Internal height of trap mm 145 145 145 95
Internal width of trap mm 240 258 398 370
Internal depth of trap mm 155 155 245 250
Weight kg 200 200 200 66

Deposit Traps for Safes

Sales staff handling cash or with access to a cash drawer,
cupboard or safe are particularly vulnerable in an attack but with
a deposit feature, the staff are relieved of the responsibility of
handling and storage of cash.

Internal trap dimensions equal maximum package size

Chubb Safes Ltd

PO Box 61 • Wednesfield Road • Wolverhampton • West Midlands • WV10 0EW • England
Tel : +44 (0)1902 455111 • Fax : +44 (0)1902 351961
Email : info@chubb-safes.com • Website : www.chubbsafes.com

All rights reserved for product modification and specification.

Catherine Kelly

Catherine Kelly
Chubb'  is owned by Chubb plc and is a registered trademark used under license.




